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Description:

The LTE Directional Antenna is ideal when conventional antennas have failed. This special antenna is characterized by a
high antenna gain. The adjustable bracket and 90° beam width enable optimum alignment with a base station. The
antenna can be installed both indoors and outdoors as it is IP66-certified. The antenna is supplied without connection

cable.

Technical details:

Part number

Frequency range

12B-PO00O-BQ-01

698 - 960 MHz, 1700 - 2690 MHz

supported LTE bands 1-10, 12-14,17-20, 23, 25-30, 33-41, 44, 53, 65-69, 85, 103, 106
Antenna gain max. 9dBi

Antenna gain min. 7dBi

Standing wave ratio' (VSWR) <21

Impedance 50Q

Efficiency’ >-3dB

Polarization Vertical

Antenna type Directional antenna
Beam width 90°

Power (max.) oW

Connector SMA male
Temperature range -40°Cto +85°C
Humidity max. 95 % RH (non-condensing)
IP class IP66

Flammability Vi

UV resistance >10 years
Dimensions 305x205x 53 mm
Color grey

Weight 1650 g

Conformity ROHS, REACH

ENQT GmbH | SpaldingstraBe 210 | 20097 Hamburg | Germany | +49 40 3573 20 65 | info@enqgt.de | enqgt.de

Managing Director: Christopher E. Nieméller | Register Court: Local Court Hamburg, HRB 151086 | Sales Tax ID: DE 305978714




HS Code 8529.10

Country of origin People's Republic of China

' The standing wave ratio (VSWR) and the efficiency of the antenna depend on the materials used in the vicinity.
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