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Description:

The LTE rod antenna (max) is ideal for installation on gateways in indoor and outdoor environments. Using the supplied

mounting materials, consisting of a wall bracket and screws, the antenna can be mounted easily.

The antenna is supplied as standard with a 0.25 m connection cable and SMA connector. A separate SMA extension cable is

required to connect the antenna to the end device. Suitable SMA extension cables are available separately from ENQT.

For outdoor installations, the cable coupling between the antenna cable and the SMA extension cable must be

professionally protected against moisture and weather conditions, for example by using a suitable heat-shrink tube (not

included in the scope of delivery).

We will be happy to assist you with individual cable lengths and connectors.

Technical details:

Part number 4088309LTE

Frequency range 690 - 960 MHz, 1710 - 2690 MHz

supported LTE bands 1-10, 12-14, 17-20, 23, 25-30, 33-41, 44, 53, 65-69, 85, 103, 106

Antenna gain max. 690 - 960 MHz: 4 dBi

1710 - 2690 MHz: 6 dBi

Antenna gain min. 690 - 960 MHz: 2 dBi

1710 - 2690 MHz: 2 dBi

Standing wave ratio¹ (VSWR) < 2:1

Impedance 50 Ω

Polarization vertical

Antenna type Rod antenna

Radiation paern omnidirectional (in free space)

Power (max.) 10 W

Cable Super low loss (AA195 type, aenuation < 0.4 dB/m at 900 MHz)

Cable length² 0.25 m

Connector SMA

Isolation rating³ > 6000 V

Temperature range -40 °C to +85 °C

Humidity max. 95 % RH (non-condensing)
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Wind resistance > 150 km/h

IP class IP66

Flammability V1

UV resistance min. 10 years

Product lifetime min. 15 years

Dimensions 560 x 100 x 40 mm

Color black

Weight 290 g

Conformity ROHS, WEEE, CE

HS Code 85177100

Country of origin People's Republic of China

Mounting Wall bracket mount

¹ The standing wave ratio (VSWR) and the eiciency of the antenna depend on the materials used in the vicinity.

² The length of the antenna cable is 0.25 m. Suitable SMA extension cables are available separately from ENQT.

³ Applies to the cable only. Test of the complete cable between inner conductor and outer sheath in accordance with EN

50395:2005 Sect. 6

Notes:

In addition to the variants listed above, the antenna can be manufactured with numerous dierent connector types,

customized cable types and cable lengths. Please contact us for a quote.


