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Description:

The StaticProbe Pro is a compact monitoring device designed for the continuous assessment of network connectivity at a

fixed location. It automatically measures and records the availability and quality of both cellular networks (4G/LTE and 5G)

as well as WiFi. The device is fully configured and managed remotely through a web-based portal.

The portal provides a clear overview of the current network status and network quality and allows rapid analysis of any

connectivity issues. It also allows defining alarms for outages and for deviations from expected performance levels.

The StaticProbe Pro is equipped with a built-in multi-provider SIM card and an internal baery, ensuring continued

operation and alarming even during local network outages or power failures.

Technical details:

Technology 3G/UMTS, 4G/LTE, 5G/NR (nSA and SA)

IEEE 802.11a/b/g/n/ac/ax (Wi-Fi 4/5/6/6E)

Frequency Bands Cellular

Networks

3G (UMTS): B1 / 2 / 4 / 5 / 8 / 19

4G (LTE) FDD: B1 / 2 / 3 / 4 / 5 / 7 / 8 / 12 / 13 / 14 / 17 / 18 / 19 / 20 / 25 / 26 / 28 / 29 / 30 /

32 / 66 / 71

4G (LTE) TDD: B34 / 38 / 39 / 40 / 41 / 42 / 43 / 48 as well as LAA in B46

5G: n1 / 2 / 3 / 5 / 7 / 8 / 12 / 13 / 14 / 18 / 20 / 25 / 26 / 28 / 29 / 30 / 38 / 40 / 41 / 48 / 66 /

70 / 71 / 75 / 76 / 77 / 78 / 79

WiFi Frequency Bands 2.4 GHz (802.11b/g/n/ax)

5 GHz (802.11a/n/ac/ax)

6 GHz (802.11ax)

SIM card - Built-in SIM card supporting selected public 3G and 4G networks, as well as 5G nSA (in

Germany: Telekom, Vodafone, and Telefónica as well as various European networks)

- Tests of 5G SA networks possible when using own SIM card

- Additional external SIM card slot for up to 2 own SIM cards in nano format (4FF)

Features Cellular Networks - Detection and active test of all usable cellular networks

- Acquisition of signal level/signal quality (RSRP/RSSI/RSRQ in dBm/dB)

- Measurement of latency (ping, RTT in ms)

- Measurement throughput (bit/s)

- Test of custom network Services

- Display of technical network parameters (e.g. cell ID)

Features WiFi - Passive detection of receivable networks and BSSIDs

- Active connection to pre-configured networks

- Test of Internet access

- Test of latency (ping) and speed

- Test of service availability (HTTP/HTTPS)

- Per-channel measurement of noise level/interference and channel utilization

Device configuration and

management

Device is configured and managed completely remotely via a web-based portal. Portal

connection is established fully-automated via cellular network.
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Antennas Fully integrated MIMO antenna system for cellular networks (up to 4×4) and WiFi (2×2)

Connectors RJ45 (LAN/power supply)

Internal Baery Li-Ion, 3,500 mAh, up to 10 hours baery back-up time

Power supply IEEE 802.3af Power over Ethernet (15 W)

Compatible PoE injector is included (IEC 60320/C6 socket)

Mounting Wall-mount using screws

Pole-mounting possible (requires extra materials)

Area of use Indoors only

Temperature range 0°C – 45°C (for operation and storage)

Humidity (operating) 5% – 95% RH (non-condensing)

Conformity CE, ROHS, WEEE

Dimensions 285 x 220 x 86 mm

Weight 1630 g

Country of origin Germany

HS Code 85176990

Part number SP-PRO

Scope of delivery:

StaticProbe Pro

Quick setup guide

Compatible PoE injector for power supply (including mains cable)

Network cable (3m)

SIM tool


